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Loading | 75 pound class (35 kgs).
Size | 445 mm !
+0.2
Feature | Extremely light and silent sychronized movement. 21.50 , @
Finish | Galvanized steel. 41.00

Option | None.
m Surface Treatment

B White E Coating

m Packaging

W Distribution / 1 pairs per box

*Box QTY might vary with different length,
the info provided here is based on 18"
(450 mm)
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Specification Table

QUICK INSTALLATION GUIDE OF
NJ-A8GO1

FulllExtension Slide,75 pound class (35 kgs) loading

Step 1 > Wire basket slide installation

Place the slides in the location as fig 1. suggested, and affix with #8
countersunk screws. Recommend at least 4 screws on each side of slide.

(Figure1)
A. One wire basket requires one pair of slides ( Left and right hand ). 60.35 223.80 14.10(2X)
* Drawer front attachment is subject to the design of basket and 9.00(TYP)
front connector.
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(Figure2)
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Final Adjustment.......

Try to open and close the basket to see if the slides
function correctly. If so, secure the screws and install
additional screws as necessary. If slides do not function

Step2 > Mount the basket through the correctly, please check if basket or cabinet is square

enough, or the dimensionbetween basket and cabinet

mounting feature is within 31.25mm +2mm -Omm on each side
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